


Olex New Zealand Limited  Head Office  Paraite Road  Bell Block  New Plymouth  New Zealand  
Phone 0800 OLEX NZ (653 969) Website www.olex.co.nz 

 
 This information has been issued in good faith.  The company does not accept liabilities for any misuse or unauthorised  

use of this document.  This information can be changed without further notice.  Issue 21 August 2009 (11.1) 

Add another dimension to home theatre with 
Audiolex superior image and sound cables 
 
 
 
 

High Definition (HD) Vision 
 
Superior image quality coaxial cable available in single, 3 or 6 core configuration with PVC sheath. 
3 and 6 core with four control cores enabling connection to 12V devices. 
 
 

Number 
of cores 

Coaxial nom. 
outside dia. 
mm 

Coaxial braid
coverage 
% 

Control core 
outside dia. 
mm 

Overall nom. 
outside dia. 
mm 

Sheath 
colour 

Pack 
sizes 
m 

Product 
code 

High Definition Vision Coaxial Cable 

1 6.2 95 N/A 6.2 White 100 7709 

3 4.5 95 1.35 12.0 White 100 1860 

6 4.5 95 1.35 16.0 White 100 4776 

 
 
 
Audio 
 
 
Twin Sheath 
 
 
Super flexible and easy to install PVC sheath cables, ideal for domestic and commercial applications.  
Available in twin sheath installation and figure 8 with Oxygen Free Copper (OFC) construction for superior 
sound quality or standard figure 8 construction. 
 
 

Number 
of cores 

Conductor 
Size 
nom mm² 

Stranding 
nom mm 

Nom 
insulation 
outside dia. 
mm 

Nom outside 
diameter 
mm 

Nom cond. 
resistance 
Ohms/km@ 
20°C 

Sheath 
colour 

Pack 
sizes 
m 

Product 
code 

Twin Sheath Installation Cable – Oxygen Free Copper 

2 1.2 70/0.15 2.2 6.5 17.2 Violet 300 5472 

2 2.5 140/0.15 3.3 8.5 7.8 Violet 100, 300 1534 

2 4.0 225/0.15 4.5 11.0 5.4 Violet 100, 300 3766 

4 1.2 70/0.15 2.2 6.9 17.2 Violet 300 2978 

4 2.5 140/0.15 3.3 9.9 7.8 Violet 100 6527 

4 4.0 225/0.15 4.5 12.4 5.4 Violet 100, 300 3760 

 
 
Figure 8 
 
 

Number 
of cores 

Nominal 
insulation 
thickness  
mm 

Stranding
nom mm 

Nom 
outside 
diameter 
mm 

Max DC 
resist  
@ 20ºC 
Ohms/km 

Sheath 
colour 

Pack 
sizes 
m 

Product 
code 

Figure 8 Cable - Standard 

2 0.5 14/0.20 1.8 x 4.3 44.5 Various 100 & 500 

2† 0.75 24/0.20 2.9 x 5.9 26.0 Various 100, 250 & 500 

refer to  
Speaker Cable 
Spec Sheet 

Figure 8 Cable – Oxygen Free Copper 

2 1.0 91/0.12 2.6 x 5.7 17.2 Clear 100 6288 

2 2.0 64/0.20 3.4 x 7.0 10.9 Clear 100, 500 3865 

2 2.6 84/0.20 4.5 x 9.0 7.4 Clear / Red Stripe 100 6563 

 
† 240 volt rated 
 Heavy Duty outdoor Figure 8 cable also available 
 

 


